
MO Online Process Analyzer
For Multiparameter Analysis



Minimal System Interaction
Built-in features minimize human interaction 
required with the system.

Flexible sampling and analysis frequency: 
Hourly or simply set sample interval and system 
operates under full autonomous control.

Reminder alerts for low reagents and 
consumables.

Online Multiparameter Analyzers
As treatment complexities become more apparent, operators must monitor multiple parameters 
to ensure regulatory compliance, improve process optimization, and reduce risks. Time is not 
always available for operators to manually collect and analyze samples. To effectively monitor these 
parameters, water and wastewater facilities are shifting towards multiparameter online analyzers.

Why the MO Analyzer?
The Online MO systems are robust and modular autonomous analyzers designed for continuous 
monitoring of water quality parameters. As an autonomous system, users enjoy hands-free sampling, 
reliable analysis, and results delivered to them remotely.

MO Online Analyzer Overview
Real-Time, Hands-Free Results

Key Features
•	 Diverse range of parameters: pH, 

Alkalinity, Conductivity, Turbidity, 
Fluoride, Chlorine, Nitrate, Acidity, 
Salinity, Ammonia, Color, Hardness, 
Langlier Saturation Index, Oxygen 
Reduction Potential (ORP), 
Fluorescence (e.g., humic, chlorophyll, 
tryptophan), Organics (BOD, COD, 
and TOC).

•	 Multi-stream analysis: 4 streams 
and 1 manual sample grab intake in a 
single system.

Simple Run Set-up
•	 Schedule sampling frequency at 

user-selected intervals.
•	 Automated calibration & QC.

Communication Protocol
•	 Modbus TCP to SCADA or PLC.

User-friendly Software
•	 Designed to make set up, data 

viewing, and data management 
easy to navigate.

•	 Export reports as CSV files.

Benefits

No pre-filtration needed. Built-in automated 
homogenizer included if particles present.



Rapid BOD/COD & TOC Method
MANTECH’s PeCOD® analyzer utilizes a nanotechnology-based method which obtains empirical results 
unlike optical or surrogate methods used to measure the oxidizability of organic matter in water.

Measure multiple parameters from a single system. Additional hardware added as needed.

MANTECH incorporates 
laboratory methods.

•	 pH

•	 Alkalinity

•	 Conductivity

•	 Turbidity

•	 Fluoride

•	 Chlorine

•	 Nitrate

•	 Acidity

•	 Salinity

•	 Color 

•	 Ammonia

•	 Hardness

•	 Langlier Saturation Index

•	 PeCOD “Optimized” TOC*

•	 PeCOD 10-Minute COD/BOD*

•	 Oxygen Reduction Potential (ORP)

•	 Permanganate Index for Oxidizability

•	 Fluorescence (e.g., humic, chlorophyll, tryptophan)

Potential Parameters to Measure

Core Technology in the PeCOD® Sensor 
•	 UV-activated nanoparticle TiO2

 (titanium 
dioxide) photocatalyst.

•	 Coupled to an external circuit.

Powerful oxidation potential ensures
•	 Rapid results.

•	 Complete oxidation of virtually all species.

•	 A true measure of COD/ BOD &TOC.

Rapid, Safe & Green Analysis
•	 Performs rapid advanced oxidation to measure 

oxygen demand.

•	 No mercury or dichromate required.

•	 No hazardous waste produced.

•	 Protects health of people and environment.

•	 Obtain COD results and BOD estimates within 10 
minutes.

•	 Obtain TOC results within 5 minutes.

Sensor

PeCOD® analyzer

https://mantech-inc.com/application-abstracts/


COMPATIBLE MATRICES:

Analysis Components & Benefits
MANTECH’s MO Online analyzer integrates the patented PeCOD® and intelligent module components 
for COD, BOD, TOC, and multiparameter water testing. 

PeCOD® Analyzer Benefits

Rapid, receive COD and BOD results within 10 
minutes, and TOC results in 5 minutes.

Empirical Results, strongly correlated to 
traditional COD, BOD and TOC.

Safe & Green, no mercury or dichromate 
used, no harmful waste produced,
just salt and sugar.

Modular Components that consistently 
monitor a wide range of parameters. 

Empirical Results that accurately reflect 
parameter measurements.

Real-time Analysis, allowing operators to 
make smart decisions on time.

Intelligent Module Benefits

Drinking Water

Wastewater

Ground Water

Surface Water

Pumps & Analysis Vessels

IntelliPeri™ Pumps: delivers 
rinse water and drains vessels.

IntelliDose™ Pumps: Class A 
pipetting for aliquoting samples.

100,000 Step Buret: delivers 
precise volume of reagents.

TitraSip™ Vessel: holds 
electrodes, dispense tips & 

stirrers for analysis.

T20 Turbidity Meter: measures 
turbidity with 15mL of sample.

PeCOD Analyzer: obtains rapid 
COD, BOD, or TOC results.



The monitor can also be installed on 
the right side of the cabinet.

MO Systems & Dimensions

MO1000 Include 2 or more parameters.

Size: 38.5” x 36” x 16”   98cm x 91cm x 41cm

*NOTE: For both systems, the HMI tablet can be mounted on the side or on top.

MO500 Include up to 2 parameters.

Size: 38” x 24” x 16”   97cm x 81cm x 41cm

24"/61cm

5.5"/14cm
      

24"/61cm
   

8.5"/22cm
16.5"/42cm

16"/11cm

*

*



User-Friendly 
Software
Simple, Clear, & Concise

Our software is intuitively designed to make 
set-up, data viewing and data management 
easy to navigate.

Run Set-up
Set up sample analysis with automated 
calibrations and quality control checks.

Sampling Frequency
Schedule sampling for every hour or at user-
selected frequency.

Monitor Display
Review current and past results quickly on the 
home screen.

Data Output
Modbus TCP, export reports in CSV format 
and/or receive emailed results.



Online Specifications
BOD/COD Method Photocatalytic TiO2 Oxidation 

Measuring Range 0.7 - 200,000+ mg/L

User Control Fully Automated via Software and Touch Screen HMI

Calibration and QC Automatic Timed Intervals

Compatible Matrices Water, Wastewater, Process, Natural

Sampling Method Tank or Split Stream Reservoir (not provided by MANTECH)

Rinsing Procedures Potable or Deionized Water Required

Waste Disposal Non-Hazardous, Floor Drain/Carboy

Installation Options Wall or A Frame

System Dimensions (Cabinet) MO1000: 38.5” x 36” x 16”   98cm x 91cm x 41cm
MO500: 38” x 24” x 16”   97cm x 81cm x 41cm

Enclosure Material Corrosion-Resistant Steel

Operating Temperature 5 to 50 °C

Power Requirements 110-240V 50/60Hz

Potential Parameters pH, Conductivity, Alkalinity, Fluoride, Hardness, and more!

Data Output MODBUS Connection for Data Transfer to PLC or SCADA

Additional Capabilities Multi-Stream Analysis, Real-Time Alerts

Auto-Dilution Capability Extends Range >200,000 mg/L
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