
MANTECH Solutions for Olive Oil
Get Accurate Results Without the Trouble

No more time-consuming manual labour and handwritten bench sheets...

MANTECH all-in-one analyzers measures multiple parameters such as acidity and peroxide value using centralized, 
software-controlled MT5 and MT10 systems.

ONLY 5 Simple Steps!
1.	 Approach analyzer
2.	 Click customized shortcut for required test
3.	 Follow quick & easy set-up instructions 
4.	 Press start & perform other tasks
5.	 Email notification for test completion & saved results

Parameter methodolody Conforms To:
Range of 
Measurement

Calculated Method 
Detection Limit (mdl)

RSD 
Specifications

Free Acidity, expressed 
as % oleic acid 

Potentiometric Acid-
Base Titration ISO 660:2020 *0.1–10% m/m 0.1% 1.54% at 0.6% at 

0.6% acidity

Peroxide Value Potentiometric 
Redox Titration

ISO 27107:2008 / 
COI/T.20/Doc. No. 38 0 – 90 meqO2/kg 0.1 meqO2/kg 1.5% @ 0.3 meqO2/

kg

Traditional & Outdated Systems

✓ Analyze multiple parameters from one system
✓ Desktop monitor displaying live analysis curves  
✓ Easy database management with LIMS capability  
✓ Customizable shortcuts
✓ Upgradable to automated or online systems

MANTECH Systems

•	 Analyze a single parameter per system
•	 LCD keypad displaying final results
•	 Minimal data storage & requires handwritten 

bench sheets

Make Informed Decisions When You Upgrade to MANTECH Today!

Additional parameters available

Save all your data in the MANTECH Pro 
software, as a PDF or CSV file, and easily 
export it to your laboratory’s network or 
LIMS.

*target validation range

https://mantech-inc.com/application-abstracts/#1499888261967-17ee90ee-b420
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Traditional reference methods for peroxide value and acidity determination can be time-consuming, labor-intensive, 
and require reagent handling and sample preparation. For laboratories and producers working with large volumes 
of samples, that can mean multiple hours of manual work, which could be otherwise spent on more important tasks 
such as data analysis and decision making. 

MANTECH’s systems can provide significant advantages for such cases. We provide flexible solutions for both high- 
and low-throughput laboratories. Users will benefit from fast and accurate analyses, reduced human error, and 
support for seasonal testing peaks.

Introducing MANTECH’s Environmental Titration and Multi-
Parameter Analyzers

Contact Us

MT5
The MT5 may be most suitable for laboratories with lower throughput. As 
a simple auto-titrator, analyses are centralized in one software-controlled 
station.
With the MANTECH Pro software, users can be reassured with digital 
tracking, callibration, reporting, and more. Receive email alerts for 
completed runs or other events.

MT10
Dealing with higher levels of throughput? Try the automated MT10 system! 
It’s quiet, fast, and accurate. Probes are easily cleaned with a dipping 
rinse station. In addition, self-lubricated and sealed XYZ axes means less 
maintenance.

Life is easier with automation:
•	 Faster turnaround for routine analyses
•	 Improved repeatability and reduced human-errors
•	 Reduced risk of calculation and endpoint interpretation errors
•	 Traceable, digital record tracking, and compliance documentation
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