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MANTECH FAQ 

Q: What are the dimensions and space requirements for MANTECH Systems? 
A: View the dimensions of the AM400s, AM420s, AM430s, AM500s and MOs below. 
 

AutoMax400 (AM400) Series Autosamplers 

The AM400 series is available for the MT Series, BOD Pro, and automated 
PeCOD® systems. The variation for each autosampler in the AM400 series is 
in the x-direction or length. 
 
 
 
 
 
 

 AM401 AM402 AM403 AM404 AM405 

L 24” / 62cm 36” / 92cm 48″ / 122cm 60″ / 152cm 72” / 182cm 

W 29.2” / 74cm 29.2” / 74cm 29.2” / 74cm 29.2” / 74cm 29.2” / 74cm 

H 32” / 82cm 32” / 82cm 32” / 82cm 32” / 82cm 32” / 82cm 

 

 AutoMax420 (AM420) Series 

The AM420 series is available for automating sample transfer, pH 
adjustment and measurement and dechlorination for BOD analysis. The 
AM420 series is coupled with BOD Pro systems. The variation for each 
autosampler in the AM420 series is in the x-direction or length. The z-
axis is longer than the AM400s to reach deeper within customer field 
bottles. 
 
 
 
 
 

 AM421 AM422 AM423 AM424 AM425 

L 24” / 62cm 36” / 92cm 48” / 122cm 60” / 152cm 72” / 182cm 

W 29.2” / 74cm 29.2” / 74cm 29.2” / 74cm 29.2” / 74cm 29.2” / 74cm 

H 36” / 92cm 36” / 92cm 36” / 92cm 36” / 92cm 36” / 92cm 

 

 

https://web.archive.org/web/20260511204225/https:/mantech-inc.com/wp-content/uploads/2022/07/AutoMax421.png
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MANTECH FAQ 

AutoMax430 (AM430) Series 

The AM430 series is available for the MT Series, BOD Pro, and 
automated PeCOD® systems. These autosamplers have a shorter 
depth (width) than the AM400s and AM420s. The variation for each 
autosampler in the AM430 series is in the x-direction or length. 
 
 
 
 

 AM431 AM432 AM433 AM434 AM435 

L 24” / 62cm 36” / 92cm 48” / 122cm 60” / 152cm 72” / 182cm 

W 24” / 61cm 24” / 61cm 24” / 61cm 24” / 61cm 24” / 61cm 

H 32” / 82cm 32” / 82cm 32” / 82cm 32” / 82cm 32” / 82cm 

  

AutoMax500 (AM500) Series 

The AM500 series is available in MANTECH’s MT 
Series, BOD Pro, and automated PeCOD® systems. 
The variation for each autosampler in the AM500 
series is in the x-direction or length. 
 
 
 

 AM503 AM505 

L 62″ / 157cm 86″ / 218cm 

W 30.5” / 78cm 30.5” / 78cm 

H 36” / 92cm 36” / 92cm 

 

  

 

https://web.archive.org/web/20260511204225/https:/mantech-inc.com/wp-content/uploads/2022/07/AM431_125mLrack_R.png
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MANTECH FAQ 

Additional Space Requirements for all AutoMax Series Autosamplers 

▪ MANTECH System Organizer (MSO) may be required depending on the configuration. Most 

BOD Pro systems do not require an MSO. MANTECH offers two types of MSOs: 

1. Tall MSO – 17.5” / 44cm x 23.5” / 59cm x 15” / 38cm (H x W x D) 

2. Short MSO – 6.5” / 17cm x 23.5” / 59cm x 15” / 38cm (H x W x D) 

▪ System controllers and computer monitors will require additional space and must be within ft. 

of the system. 

▪ An additional 4 inches will need to be added to dimensions if an enclosure or safety shield is 

included. 

 
MANTECH Online (MO) Series 

The MO series offers autonomous online analysis and is 
available for PeCOD® and MT Series parameters. 
 
 
 
 

 MO500 MO1000 

L 24″ / 61cm 30″ / 77cm 

W 16″ /41 cm 16″ / 41cm 

H 24″ / 61cm 36″ / 92cm 

 
Additional Space requirements for all MO Series 

▪ Shelving for reagents adds an additional 8.5″ / 22cm (MO1000) or 14.5″ / 37cm (MO500) to 
the width of the cabinet. 

▪ More than one cabinet may be required depending on the configuration. 

▪ HMI (Human Machine Interface) will require additional space of approximately 14.5″ / 37cm 
on the top or the side of the cabinet. 

 

https://web.archive.org/web/20260511204225/https:/mantech-inc.com/wp-content/uploads/2025/12/MO500-PeCOD-System-with-Screen-Wastewater.png

