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MANTECH FAQ 

Q: YSI is discontinuing the 4010-2W and 4010-3W meters — is my BOD Pro system still 
supported? 

 

A: Yes. BOD Pro™ runs on the YSI 4010-1W meter, which is not being discontinued, so 
your system remains fully supported. Both the Optical DO probe and the Membrane 
DO probe are still compatible with the 4010-1W and continue to work with BOD Pro™ 
— only the 4010-2W and 4010-3W meters are affected by YSI's discontinuation. 
Multiple 4010-1W meters can be used for multi-probe configurations. 
 
YSI has announced the discontinuation of the 4010-2W and 4010-3W meters, which has understandably raised 
questions about whether existing DO measurement setups will keep working. For current BOD Pro™ users, BOD 
Pro™ pairs with the YSI 4010-1W meter, and that meter is not being discontinued. Your dissolved oxygen probes 
are unaffected as well — both the Optical DO and Membrane DO probes remain compatible with the 4010-1W 
and continue to work with BOD Pro™.  

Meter and probe compatibility at a glance 

Component Status with BOD Pro™ 

YSI 4010-1W meter Supported — the current meter used by BOD Pro™ 

YSI 4010-2W meter Discontinued by YSI — Still works in BOD Pro™ 

YSI 4010-3W meter Discontinued by YSI — Still works in BOD Pro™ 

Optical DO probe Compatible with the 4010-1W; works with BOD Pro™ 

Membrane DO probe Compatible with the 4010-1W; works with BOD Pro™ 

 

Note: If you already run BOD Pro™ on a 4010-1W, no action is needed — your meter and both DO probe 
options remain fully supported. 


